
FFN
Checkweighing scale which can be used in legal metrology

Checkweighing scale

CHECK     BAT INT     AC/DC     IP44     VERIF

M

345

115

325

FEATURES:                           
• Backlight LCD display.
• Big display with digits of 30 mm.
• ABS housing.
• Stainless steel pan.
• Pan size: 310x220 mm.
• IP44 protection.
• 8 keys.
• Overload protection.
• Bubble level.
• Programmable gravity.
• Blister included.
• Units: kg and lb.
• 4 Adjustable feet in height.
• Operating temperature range: 0ºC +40 ºC.
• Internal rechargeable battery.
• Power supply with adaptor AC/DC 100-240Vac 50-60Hz.
• Optional RS232 output.
• Programmable auto switch off.

• Approval up to 3.000 divisions.

FUNCTIONS: 
• Zero
• Tare
• Gross/Net
• Checkweighing function
• Function hold (for animals weigh)

Code # Capacity 
(kg)

Readout 
(g)

Readout  
CE-M (g)

Pan 
dimensions (mm)                                                                                            

Packing 
dimensions (mm)                                                                                        

260306 3 0,1 - 315x220 380x380x155 4
260310 6 0,2 - 315x220 380x380x155 4
260304 15 0,5 - 315x220 380x380x155 4
260308 30 1 - 315x220 380x380x155 4
260307 

VERIF

M 3 - 1 315x220 380x380x155 4
260311 

VERIF

M 6 - 2 315x220 380x380x155 4
260305 

VERIF

M 15 - 5 315x220 380x380x155 4
260309 

VERIF

M 30 - 10 315x220 380x380x155 4

FFN232 RS232 output

*The price for the reference with the icon green M includes the verifications
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