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FEATURES:                               
• Backlight LCD display with digits of 15 mm.
• External calibration.
• Lower crane scale.
• 4 Adjustable feet in height.
• Version A with chromate plastic pan.
• Version B, C and D with stainless steel pan.
• Pan sizes:

A1/A2: Ø82 mm
B: Ø107 mm
C: 130x130 mm
D: 150x170 mm

• Bubble level.
• Operating temperature range: +5ºC +35ºC.
• Adapter AC/DC.
• Rechargeable internal battery.
• RS232 output.
• Rear output included for zero function with external switch.

FUNCTIONS
• Accumulation of weights
• Zero
• Tare
• Pretare
• Piece counting
• Percentages
• Hold
• Weight filter for animals

Code # Class Capacity 
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(mm)

Packing 
dimensions (mm)

260086 Class I 350 0,001 A1 Crystal Ø82 350x225x180 2,7
260080 Class I 100 0,001 A2 Chrome Ø82 350x225x180 1,9
260084 Class I 200 0,001 A2 Chrome Ø82 350x225x180 1,9
260087 Class I 350 0,001 A2 Chrome Ø82 350x225x180 1,9
260079 1000 0,01 B - Ø107 350x225x180 2
260081 2000 0,01 C - 130x130 350x225x180 2,2
260085 3500 0,01 C - 130x130 350x225x180 2,2
260082 2000 0,1 C1 - 130x130 350x225x180 2,2
260088 5000 0,1 D - 150x170 350x225x180 2,6
260078 10000 0,1 D - 150x170 350x225x180 2,6
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